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Step Action Display 

1 

Before doing any calibration checks the 
instrument should be acclimated to the 
temperature you are working in for at least 30 
minutes 

TILT SENSOR 

a) Power On the instrument and level it
accurately

b) From the Main menu select  “INST
Setup”

2 

a) Type in Passcode “12345678”

b) Press “Enter”

3 

a) Go to the “Tilt Offset” tab

12345678 
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Step Action Display 

4 

 
a) Site a target at least 300’ away in Face 

1 (direct face) of the instrument 
 

b) Let the instrument settle for 30 
seconds then press “Read Tilt” 

 

 

 

5 

 
a) Rotate the instrument and site the 

target in Face 2 (reverse face) of the 
instrument  

 
b) Let the instrument settle for 30 

seconds then press “Read Tilt” 
 

c) Press “Enter” to store the new 
Correction Values 

 

 

 

6 

 
VERTICAL and HORIZONTAL ANGLES 
 

a) Press the “Right Arrow” icon to 
navigate to the “Collimation” tab 
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Step Action Display 

7 

 
a) Site a target at least 300’ away in Face 

1 (direct face) of the instrument 
 

b) Let the instrument settle for 30 
seconds then press “Left value” 

 
 

 

 

8 

 
a) Rotate the instrument and site the 

target in Face 2 (reverse face) of the 
instrument  

 
b) Let the instrument settle for 30 

seconds then press “Right value” 
 

c) Press “Enter” to store the new 
Correction Values 

 
d) Press “Exit” to leave the program. If 

prompted to “Store” new values select 
“Yes” 

 

 

 

9 

Please contact Champion Instruments or your local dealer with any questions. 
 

(770) 243-3254 
 

www.championinstruments.com 

 


